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1.GENERAL
The Model LMV321Ais an high precision AC voltmeter wide band and

high sensitive feature can be applied for use anywhere voltage
measurement are made. The easy to use voltmeter provides frequency
response as wide as 5Hz to 1MHz , measurable range from 3001 V to

100V, and inputimpedance of 1M Q.

2.FEATURES

B Small - sized compact construction is easy to carry and large -sized
meter is easy to read.

B Four - scale dial plate for pointers allow quick, and accurate voltage
reading.

B Precise amplifiers are precisely calculated in open loop gains and
are negative feedbacked through metalfilm resistors as accurate as
1%. Amplifier characteristics therefore are from secular change.

B Input impedance is as high as 1M Q on all ranges and its parallel
capacitance less than 45pF.

W Indirect attenuator switching by relay and FET (field effect
transistor ) switch provides higher reliability, signal - to - noise ratio,

than most previous direct method of rotary switch.
3.SPECIFICATIONS

Meter Section
Measurable voltages: 3001 V~100V in 12 ranges:
3001V, TmV,3mV,10mV,30mV,100mV,
300mV,1V,3V,10V,30V,100V,and full scales.
dB:-70~ +40dB (0dB=1V.)
dBm:-70~ +42dBm, (0dBm=1mW, 600 Q)
Accuracy : Within® 3% of full scale at 1kHz.
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